MIXING AND INSTALLATION INSTRUGTIONS
FOR CERCAST™ CASTABLES

SCOPE

This standard provides the mixing requirements for all VESUVIUS CERCAST™
Conventional Castables J

STORAGE

CERCAST Castables must be stored on pallets in a dry location where temperatures can be

kept between 40°F and 90°F (5°C and 30°C). If the pallets are covered with plastic sheeting
or tarps, ventilation is required in order to prevent condensation.

Warm storage is recornmended in extreme cold conditions.

Due to pressure and seitlement in storage, it is possible for the materials to become
compacted. These lumps can readily be broken down by hand. However, hard lumps
indicate some setting has occcurréd. Do not use partially reacted castable.

EQUIPMENT

A 3-4 ft* (85 - 115 liter) or larger paddle or high intensity pan type mixer is recommended.
All mixing egquipment must be clean and dry. Contaminants, such as Portland Cement, can
adversely affect the setting rate and physical characteristics of CERCAST Castables. Drum
mixers are not recommended for mixing CERCAST Castables.

Best results are obtained when the mixer capacity is large enough to complete a casting In
a single pour. If multiple pours are required, they must be successive and completed
before the materials begins to set (approximately 45-75 minutes),

Any non-field techuical advice furnished by Seller with refirence to the use of its Products is given gratis, and Sellor assumes no
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